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Model 34800-2K / 34801-2K
Recovery/Recycling/Recharging Unit

for R-12 and R-134a Refrigerants

Operating Manual



WARNING
PRESSURIZED TANK CONTAINS LIQUID REFRIGERANT. OVERFILLING OF THE TANK MAY CAUSE VIOLENT
EXPLOSION AND POSSIBLE INJURY OR DEATH. Refer to the instruction manual for tank specifications and ordering
information. Do not recover refrigerants into a non-refillable storage container! Federal regulations require refrigerant to
be transported only in containers meeting DOT spec. 4BW or DOT spec. 4BA.

ALL HOSES MAY CONTAIN LIQUID REFRIGERANT UNDER PRESSURE. Contact with refrigerant may cause injury.
Wear proper protective equipment, including safety goggles. Disconnect hoses with extreme caution.

HIGH VOLTAGE ELECTRICITY INSIDE PANELS. RISK OF ELECTRICAL SHOCK. Disconnect power before servicing
unit. Refer to the instruction manual.

TO REDUCE THE RISK OF FIRE, avoid the use of an extension cord because the
extension cord may overheat. However, if you must use an extension cord, use No. 14 AWG at the minimum and as
short as possible. Do not use this equipment in the vicinity of spilled or open containers of gasoline or other flammable
substances.

Use this equipment in locations with mechanical ventilation that provides at least four air changes per hour or locate the
equipment at least 18 inches above the floor.

Make certain all safety devices are functioning properly before operating the unit. Before operating, read and follow the
instructions and warnings in this manual.

CAUTION:  SHOULD BE OPERATED BY QUALIFIED PERSONNEL. Operator must be familiar with air conditioning
and refrigeration systems, refrigerants and the dangers of pressurized components.

Use only with R-12 or R-134a.  This equipment is not designed for any other purpose than recovering, recycling
or recharging refrigerants! Do not mix refrigerant types!

ATTENTION!
Ce réservoir sous pression contient du frigorigène liquide. S’il est surchargé, ce réservoir peut exploser et causer des
blessures ou la mort.

ATTENTION. Débrancher avant la maintenance.

ATTENTION. Pour réduire les risques d’incendie, ne pas utiliser de cordon prolongateur de section inférieure à 14 AWG
de facon à éviter la surchauffe du cordon.

ATTENTION. Utiliser seulement du frigorigène R-134a.

OPERATING NOTES

At temperatures exceeding 120oF / 49oC, wait 10 minutes between recovery jobs.

R-12 and R-134a WARNINGS!

Use the Series 34800-2K/34801-2K only with R-12 or R-134a! Cross-contamination with other refrigerant types will cause
severe damage to the A/C system and to service tools and equipment. Do not mix refrigerant types through a system or
in the same container!

Avoid breathing A/C refrigerant and lubricant vapor or mist. Exposure may irritate eyes, nose and throat. To remove
R-12 or R-134a from the A/C system, use service equipment certified to meet the requirements of SAE-J2210 (R-12 or
R-134a recycling equipment). If accidental system discharge occurs, ventilate work area before resuming service.

R-12 or HFC-134a service equipment or vehicle A/C systems should not be pressure tested or leak tested with com-
pressed air. Some mixtures of air/HFC-R-12 /R-134a have been shown to be combustible at elevated pressures. These
mixtures are potentially dangerous and may result in fire or explosion causing injury or property damage.

Additional health and safety information may be obtained from refrigerant and lubricant manufacturers.

Refrigerant Recovery,
Recycling and Recharging Station

Series: 34800-2K/34801-2K

Refrigerants: R-12 and R-134a
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Flow Diagram
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2734800-2K/34801-2K Cool-Tech Recovery/Recycling/Recharging Unit

Wiring Diagram
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Limited Warranty

Robinair Limited Warranty Statement
Rev. July 11, 2003

This product is warranted to be free from defects in workmanship, materials, and components for a

period of one year from date of purchase. All parts and labor required to repair defective products

covered under the warranty will be at no charge. The following restrictions apply:

1. The limited warranty applies to the original purchaser only.

2. The warranty applies to the product in normal usage situations only, as described in the Operating

Manual. The product must also be serviced and maintained as specified.

3. If the product fails, it will be repaired or replaced at the option of the manufacturer.

4. Transportation charges for warranty service will be reimbursed by the factory upon verification of the

warranty claim and submission of a freight bill for normal ground service. Approval from the

manufacturer must be obtained prior to shipping to an authorized service center.

5. Warranty service claims are subject to authorized inspection for product defect(s).

6. The manufacturer shall not be responsible for any additional costs associated with a product failure

including, but not limited to, loss of work time, loss of refrigerant, cross-contamination of refrigerant,

and unauthorized shipping and/or labor charges.

7. All warranty service claims must be made within the specified warranty period. Proof-of-purchase

date must be supplied to the manufacturer.

8. Use of recovery/recycling equipment with unauthorized refrigerants, sealants, or dyes will void the

warranty.

• Authorized refrigerants are listed on the equipment or are available through the Technical Service

Department.

• The manufacturer prohibits the use of the recovery/recycling equipment on air conditioning (A/C)

systems containing leak sealants, either of a seal-swelling or aerobic nature.

• The manufacturer prohibits the use of dyes injected through the oil injection device on the

recovery/recycling equipment.

This Limited Warranty does NOT apply if:

• The product, or product part, is broken by accident.

• The product is misused, tampered with, or modified.

• The product is used for recovering or recycling any substance other than the specified refrigerant type.

This includes, but is not limited to, materials and chemicals used to seal leaks in A/C systems.

• The product is equipped with an oil injection device that has been used to inject dye. The manufacturer

only endorses the use of separate dye injection devices, and does not support the use of the oil

injection feature for this purpose.

Note: Refillable refrigerant tanks are reusable.
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Visit our web site at
www.robinair.com

or call our Toll-Free
Technical Support Line at

800-822-5561
in the continental U.S. or Canada.

In all other locations, contact your local distributor. To help us serve
you better, please be prepared to provide the model number, serial
number, and date of purchase.

To validate your warranty, complete the warranty card attached to your
unit and return it within ten days from date of purchase.

•  NATIONWIDE NETWORK OF AUTHORIZED SERVICE CENTERS
If your unit needs repairs or replacement parts, contact the service
center in your area. For help in locating a service center, call the toll
free technical support line.

CONVERSION
TABLE

OZ. LBS.

0.5 0.03
1.0 0.06
1.5 0.09
2.0 0.13
2.5 0.16
3.0 0.19
3.5 0.22
4.0 0.25
4.5 0.28
5.0 0.31
5.5 0.34
6.0 0.38
6.5 0.41
7.0 0.44
7.5 0.47
8.0 0.50
8.5 0.53
9.0 0.56
9.5 0.59
10.0 0.63
10.5 0.69
11.0 0.69
11.5 0.72
12.0 0.75
12.5 0.78
13.0 0.81
13.5 0.84
14.0 0.88
14.5 0.91
15.0 0.94
15.5 0.97
16.0 1 lb.

Due to ongoing product improvements, we reserve the right to change design,

 specifications, and materials without notice.

The 34800-2K and 34801-2K are designed to meet all applicable agency certifica-
tions including Underwriter's Laboratories, Inc., SAE Standards and CUL. Proper
maintenance of this equipment will provide accurate A/C service for many years.

Certain state and local jurisdictions dictate that using this equipment to sell refrig-
erant by weight may not be permitted. We recommend charging for any A/C service
by the job performed.

This weight scale provides a means of metering the amount of refrigerant needed
for optimum A/C system performance as recommended by OEM manufacturers.

%

SPX Corporation

655 Eisenhower Drive

Owatonna, MN 55060-0995 USA

Tech Services:1-800-822-5561

Fax: 1-800-822-7805

Customer Service: 1-800-533-6127

Fax: 1-800-322-2890

Web site: www.robinair.com


